
AIR FILTER TECHNOLOGY 266YY

Applications:
Microelectronics          
Laboratories            
Life science
Healthcare            
Food and Beverage Industry            

Highlights:
• Easy installation into cleanroom grids
• Snap-in, prefilter for easy replacement and maintenance
• Guaranteed leak-free
• Self-contained ceiling fan filter unit 
• Low operating cost, low wattage
• AC or EC fans optionally
• Silent operation (<65 Dba)
• Uniform air velocity
• Differential pressure gauge available on request
• Test aerosol inlet nozzle (DOP/EMERY test)
• Adjustable airflow with variable speed controller on request
• Replacement HEPA filter from room side or ceiling side

FAN FILTER UNIT
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FAN FILTER UNIT
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FAN FILTER UNIT CODE CONFIGURATION

Accesories Type Filter
Class Material

SS: Stainless Steel
A: Aluminium
P: Powder Coated

E10
E11
E12
H13
H14
U15

Design

SM: Seperated
J: Gel Type

C: Compact

4: G4
7: F7
8: F8
9: F9

FFU: Fan Filter
Unit

Prefilter

EC
AC

Fan

610x610x89

Filter Dimensions
(mm)

GEL TYPE FFU SEPERATED FFU

*Height will be changed according to design.
Unit depth is less than 400mm, check design drawing.
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Secure and Seal: Fan Filter Units in Leak-Proof Design

Fan Filter Units are ensuring a leak-proof design that offers superior performance and durability. Please 
review the detailed profile drawing for a comprehensive understanding of the filter frame's dimensions and 
design features. This will assist in choosing the perfect filter for your specific requirements.

Fan Filter Unit’s 
main body 
profile is used 
with “G” frame 
code .
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body profile used 
with ‘’GF’’ frame 
code suitable for Gel 
Type HEPA Ceiling 
filter 104 mm depth.
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